PRE-INSULATED BULLET CONNECTORS | Terminals

QUICK CONNECTORS

Terminals

Closed End Connectors

Closed end connectors.

f °
Temperature Range: -40°C to 105°C —\7 h:; ™ § ?
Material: Tin Plated Electrolytic Copper / Vinyl w A
Voltage: 600V il lad
Colour: Clear >
2=l C € 3
Code Range mm? ID (A) Length (L2) Width (W)
CECS 05-15 26 18.2 5.5 22
c C
CECM 15-25 3.3 20.0 8.0 ﬁ g
CECL 40-6.0 45 25.5 1.0 o
. . 2
Quick Splice / Connectors £
Quick splice connectors. S
Temperature Range: -40°C to 105°C e
Material: Tin Plated Electrolytic Copper / Vinyl *5:\3 E
Voltage: 600V 5
Colour: Red, Blue, Yellow
Ke=lCe€ MO 5y
Code Colour Range mm? Length (L2) Width (W) § é
RCT Red 05-1.5 29.0 19.0 2
BCT Blue 15-25 29.0 19.0
o8
YCT Yellow 4.0-6.0 355 20.4 283
(8]
{ . Heat Shrinkable Solder Sleeve —
3 I |
& Heat shrinkable solder sleeve. I L3 ! L 23
Temperature Range: -45°C to 125°C SF
3 Shrinkable Temp: +125°C to 180°C A N
Material: Tin Plated Electrolytic Copper / Vinyl }' —
Colour: Red, Blue, Yellow, White (SR
Voltage: 600V % ?3
Standards: DIN 46288 Part 4
LeR=loce MO 5
Code Colour Range mm? Length (L2) Min (A) Wire Min Wire Max é
HSsoLW White 0.25-.034 26.0 1.7 0.4 1.7 —
HSSOLR Red 0515 40.0 2.7 1.3 2.7 2
HSSOLB Blue 1525 40.0 45 18 45 g 3
X O
HSSOLY Yellow 4.06.0 40.0 6.0 2.8 6.0 T

Challenge us - We find a solution
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