NYLON caBLE TiEs | Cable Ties & Banding

ZERO HALOGEN NYLON CABLE TIES

Miniature
Loop Tensile Strength 8.1kg

Intermediate
Loop Tensile Strength 18.2kg

Standard
Loop Tensile Strength 22.2kg

Heavy Duty
Loop Tensile Strength 54.4kg

Heavy Duty (Increased)
Loop Tensile Strength 79.4kg

Heavy Duty (Extra)
oop Tensile Strength 114.0kg

Nylon Cable Ties (Black and Natural)
* One-piece Nylon Cable Ties with an integral pawl.
Temperature Range: -40°C to 85°C

Material: PA66 (Nylon)

Colour: Black or Natural

lece M]

Black Natural Nominal Loop Tensile
Code Code Length (A) Width (B) Max Bundle Dia. Strength (Kg)
NTB20M NT20M 100 25 22.0 8.1

NTB36M NT36M 160 25 43.0 8.1

NTB50M NT50M 200 25 55.0 8.1

NTB30i NT30i 150 3.6 36.0 18.2

NTBS50i NT50i 200 3.6 53.0 18.2

NTB75i NT75i 300 3.6 76.0 18.2
NTB50S NT50S 200 4.8 52.0 222
NTB75S NT75S 300 4.8 77.0 222
NTB100S NT100S 370 4.8 105.0 22.2
NTB8OLH NT80LH 300 7.6 80.0 54.4
NTB105LH NT105LH 370 7.6 101.0 54.4
NTB140H NT140H 530 9.0 160.0 79.4
NTB190H NT190H 780 9.0 227.0 79.4
NTB115XH NT115XH 480 12.7 137.0 114.0
NTB300XH NT300XH 1030 12.7 312.0 114.0

Nylon Cable Ties (Coloured)

* One-piece Nylon Cable Ties with an integral pawl.
Temperature Range: -40°C to 85°C

Material: PA66 (Nylon)

Colour: Blue, Green, Orange, Purple, Red, Silver, Yellow
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Nominal Loop Tensile
Code Length (A) Width (B) Max Bundle Dia. Strength (Kg)
NT * 508 200 48 50.0 22.2
NT * 7568 300 4.8 76.0 222
How To Order
INT |- | B - [s08]
) Size
Code prefix Colour: GR= Green
BL = Blue
R =Red
O =Orange
Y = Yellow
P =Purple
S = Silver

e Call the Remora sales team at 01226 352 000
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