corD END TERMINALS | Terminals

DUAL CORD END TERMINALS

Dual Cord End (Bootlace) Terminals

A complete range of dual entry cord end
terminals. Designed to accommodate two
cables terminating in the same sleeve.
*They are ideal for looping conductors.

Temperature Range: -40°C to 105°C
Material: Tin Plated Electrolytic Copper / Vinyl
Colour: Black, Blue, White, Grey, Yellow, Red
Voltage: 600V

Standards: DIN 46288 Part 4
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Code Colour Range mm? ID (A) ID (B) Pin (L1) Length (L2)
TWINO.50 White 2x 0.50 1.5 4.9 8.0 15.0
TWINO.75 Grey 2x 0.80 1.8 5.2 8.0 15.0
TWIN1.0 Red 2x 1.0 2.0 5.3 8.0 15.0
TWIN1.5 Black 2x 1.5 2.3 6.5 8.0 16.0
TWIN2.5 Blue 2x 2.5 29 8.0 10.0 18.5
TWIN4.0 Grey 2x 4.0 3.8 8.8 12.0 23.0
TWIN6.0 Yellow 2x 6.0 4.9 9.3 14.0 26.0
TWIN10.0 Red 2x 10.0 6.5 12.8 14.0 26.5
TWIN16.0 Blue 2x 16.0 8.3 18.5 14.0 30.5

@ Call the Remora sales team at 01226 352 000
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