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ENCLOSURES ACCESSORIES

DIn rails
DIN Rails are designed in accordance with the European Standard DIN EN 60715.  Manufactured 
to a high degree of dimensional accuracy and restricted tolerances. DIN Rails are available in 
standard lengths of 2M with or without perforation. 

Material: Galvanised Steel, Chromium Plated
colour: Silver
standards: DIN EN 60715

Mounting Plates For ABs Enclosures
Mounting plates are manufactured from galvanised steel as standard. The material thickness of the 
plates varies between 1.5 - 3.0mm, depending on the size of the plate.

Temperature range: -5°C to 60°C
Material: Galvanised Steel

code Type Width Height Thickness length (m)

TS15 Slotted  15.0  5.5  1.0 2

TS32 Solid  32.0  15.0  1.5 2

TS32-1 Slotted  32.0  15.0  1.5 2

TS35 Solid  35.0  7.5  1.0 2

TS35-1 Slotted  35.0  7.5  1.0 2

code Dimensions Fit ABs Enclosures

SBP12585 125 x 85 ABS15011075, ABS-TL15011075

SBP125115 125 x 115 ABS15014075, ABS-TL15014075

SBP150150 150 x 150 ABS17017075, ABS170170128, ABS-TL170170128

SBP185135 185 x 135 ABS19014075, ABS190140140, ABS-TL19014075, ABS-TL190140140

SBP215165 215 x 165 ABS24019090, ABS240190120, ABS-TL24019090, ABS-TL240190120

SBP280215 280 x 215 ABS310240100, ABS310240120, ABS-TL310240100, ABS-TL 310240120

SBP360280 360 x 280 ABS380300120, ABS380300180, ABS-TL380300120, ABS-TL380300180

SBP440360 440 x 360 ABS460380120, ABS460380180, ABS-TL 460380120
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