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 protection  entry thread

Code  level type Min length (l1) Allen Key AF head Diameter head protrusion

TT-M20-N-EX  Exe  M20 x 1.5  10.0  10.0  28.6  13.0 

TT-M25-N-EX  Exe  M25 x 1.5  10.0  10.0  34.9  13.0 

TT-M32-N-EX  Exe  M32 x 1.5  10.0  10.0  41.3  13.0 

The Exe Nylon breather drain effectively drains moisture from an enclosure and allows 
air from the enclosure to vent into the surrounding atmosphere thereby minimising 
moisture build up.

• The Exe version is supplied with a brass castellated nut 
• Drains water from equipment susceptible to moisture collection.
• Enables equipment to breathe whilst maintaining protection levels.

hazardous:  Ex e :  II 2 GD, Ex e II Mb Gb, Ex tb IIC Db
 
Certification:	 IECEx SIR 09.0096U IEC 60079-0, IEC 60079-1, IEC 60079-7,   
   IEC 60079-31
 ATEX SIR 10ATEX3279U EN 50019:1994 EN 50281-1-1:1998

ip protection: IP66
temperature range: -20°C to 65°C
Material: Glass Filled Nylon 

nylon exe Breather Drain plug

HAZARDOUS AREA EXE NYLON BREATHER DRAIN PLUG
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